
TOP LIGHT - LED BAGLYGTE  
Integreret arbejds- eller baklysfunktion

 
  



2

Komptakt og slankt design
Øget sikkerhed og komfort    
Den nye ERMAX Top Light 4-funktions baglygte, LED med integreret arbejds- eller baklys, byder som high lights på et lille slankt og 
moderne design til næsten enhver applikation, såvel trailer som lastbil.

ERMAX Top Light LED baglygten har på grund af dens størrelse og slanke design mange anvendelsesmuligheder - specielt hvor 
der er tale om brgrænset montagemuligheder. For at anvende arbejdslygtefunktionen skal lygten være højtmonteret, hvorimod ved 
anvendelse af baklygtefunktionen, skal lygten monteres i max. 1.200 mm højde.

  Slankt og kompakt design - optimal som højtmonteret baglygter

  Integreret arbejds- eller baklys funktion

  Progressiv blinklys

  Slagfast lygteglas af polycarbonat

  Ideelt som højmonteret lygte, hvor den integreret arbejdslygte kan bruges til at oplyse arbejdsområder bagerst på køretøjet

  Særligt velegnet til køretøjer med begrænset montagemuligheder

  Certificeret i Europa i henhold til alle relevante standarder og forskrifter

High lights  

Progressiv blinklys Position- og stoplys

Arbejds- eller baklys

Højtmonteret - Ideel som arbejdslygte 

Som baglygte med baklygtefunktion
Installationshøjde max. 1.200 mm 



 12  3,4 Pilot hole  3,4 Pilot hole 

 17
,5 

 95  95 

Worklight Position / StopDirection indicator

 190 

 4,2x30 self tapping screw 
EVA foam

 5000  22 

Holepattern

Notes:
Voltage: 12/24V1.
Approvals: EMC, ECE, ADR2.
IP rating: IP69K3.

Pin assignment
Pin Function Color
1 Ground White
2 Position Green
3 Direction indicator Yellow
4 Stop Red
5 Reverse Black

 12  3,4 Pilot hole  3,4 Pilot hole 

 17
,5 

 95  95 

098212240-cu A3

PART NO.

TITLE:

SCALE:

SURFACE TREATMENT :

MATERIAL:

LED tail light with integrated
work light, Open-End

12/24V, Right-

WEIGHT:
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NAME:

DATE: 22-10-2020

REVISION NAME DATE

2

4

3

1

Dimension without tolerance 
tolerance according to ISO 2768-m

-

MAC

Brake and debur sharp edges and corners

 12  3,4 Pilot hole  3,4 Pilot hole 

 17
,5 

 95  95 

Worklight Position / StopDirection indicator

 190 

 4,2x30 self tapping screw 
EVA foam

 5000  22 

Holepattern

Notes:
Voltage: 12/24V1.
Approvals: EMC, ECE, ADR2.
IP rating: IP69K3.

Pin assignment
Pin Function Color
1 Ground White
2 Position Green
3 Direction indicator Yellow
4 Stop Red
5 Reverse Black

 12  3,4 Pilot hole  3,4 Pilot hole 

 17
,5 

 95  95 

098212240-cu A3

PART NO.

TITLE:

SCALE:

SURFACE TREATMENT :

MATERIAL:

LED tail light with integrated
work light, Open-End

12/24V, Right-

WEIGHT:
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NAME:

DATE: 22-10-2020

REVISION NAME DATE

2

4

3

1

Dimension without tolerance 
tolerance according to ISO 2768-m

-

MAC

Brake and debur sharp edges and corners

 12  3,4 Pilot hole  3,4 Pilot hole 

 17
,5 

 95  95 

Worklight Position / StopDirection indicator

 190 

 4,2x30 self tapping screw 
EVA foam

 5000  22 

Holepattern

Notes:
Voltage: 12/24V1.
Approvals: EMC, ECE, ADR2.
IP rating: IP69K3.

Pin assignment
Pin Function Color
1 Ground White
2 Position Green
3 Direction indicator Yellow
4 Stop Red
5 Reverse Black

 12  3,4 Pilot hole  3,4 Pilot hole 

 17
,5 

 95  95 

098212240-cu A3

PART NO.

TITLE:

SCALE:

SURFACE TREATMENT :

MATERIAL:

LED tail light with integrated
work light, Open-End

12/24V, Right-

WEIGHT:
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NAME:

DATE: 22-10-2020

REVISION NAME DATE

2

4

3

1

Dimension without tolerance 
tolerance according to ISO 2768-m

-

MAC

Brake and debur sharp edges and corners

 36 
 3,4 Pilot hole  3,4 Pilot hole  6,

5 

 95  95 

Worklight Position / StopDirection indicator

 190 

 4,2x30 self tapping screw 
EVA foam

 22  300 

Holepattern

Notes:
Voltage: 12/24V1.
Approvals: EMC, ECE, ADR2.
IP rating: IP69K3.

1      2

Pin assignment 7-pole AMP
Pin Function Color
1 Ground White
2 Position Green
3 - -
4 Direction indicator Yellow
5 Stop Red
6 - -
7 Reverse Black

Pin assignment 2-pole SS
Pin Function Color
1 Ground Brown
2 Reverse Blue

 36 
 3,4 Pilot hole  3,4 Pilot hole  6,

5 

 95  95 

098212242-cu A3

PART NO.

TITLE:

SCALE:

SURFACE TREATMENT :

MATERIAL:

LED tail light with integrated
work light, AMP
12/24V, Right-

WEIGHT:
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NAME:

DATE: 22-10-2020

REVISION NAME DATE

2

4

3

1

Dimension without tolerance 
tolerance according to ISO 2768-m

-

MAC

Brake and debur sharp edges and corners

 36 
 3,4 Pilot hole  3,4 Pilot hole  6,

5 

 95  95 

Worklight Position / StopDirection indicator

 190 

 4,2x30 self tapping screw 
EVA foam

 22  300 

Holepattern

Notes:
Voltage: 12/24V1.
Approvals: EMC, ECE, ADR2.
IP rating: IP69K3.

1      2

Pin assignment 7-pole AMP
Pin Function Color
1 Ground White
2 Position Green
3 - -
4 Direction indicator Yellow
5 Stop Red
6 - -
7 Reverse Black

Pin assignment 2-pole SS
Pin Function Color
1 Ground Brown
2 Reverse Blue

 36 
 3,4 Pilot hole  3,4 Pilot hole  6,

5 

 95  95 

098212242-cu A3

PART NO.

TITLE:

SCALE:

SURFACE TREATMENT :

MATERIAL:

LED tail light with integrated
work light, AMP
12/24V, Right-

WEIGHT:
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NAME:

DATE: 22-10-2020

REVISION NAME DATE

2

4

3

1

Dimension without tolerance 
tolerance according to ISO 2768-m

-

MAC

Brake and debur sharp edges and corners

 36 
 3,4 Pilot hole  3,4 Pilot hole  6,

5 

 95  95 

Worklight Position / StopDirection indicator

 190 

 4,2x30 self tapping screw 
EVA foam

 22  300 

Holepattern

Notes:
Voltage: 12/24V1.
Approvals: EMC, ECE, ADR2.
IP rating: IP69K3.

1      2

Pin assignment 7-pole AMP
Pin Function Color
1 Ground White
2 Position Green
3 - -
4 Direction indicator Yellow
5 Stop Red
6 - -
7 Reverse Black

Pin assignment 2-pole SS
Pin Function Color
1 Ground Brown
2 Reverse Blue

 36 
 3,4 Pilot hole  3,4 Pilot hole  6,

5 

 95  95 

098212242-cu A3

PART NO.

TITLE:

SCALE:

SURFACE TREATMENT :

MATERIAL:

LED tail light with integrated
work light, AMP
12/24V, Right-

WEIGHT:
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NAME:

DATE: 22-10-2020

REVISION NAME DATE
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Dimension without tolerance 
tolerance according to ISO 2768-m

-

MAC

Brake and debur sharp edges and corners

3

LED Baglygte 12/24 med integreret arbejds- eller baklys    

Beskrivelse

Lygteglas:                   Slagfast polycarbonat

Lygtehus:                    Slagfast polycarbonat med aluminium bagplade
Dimensioner:               210 x 50 x 20 mm
Bolt afstand:               190 mm / M4
Arbejdstemperatur:     -40°C - +65C°
IP-Rating:                    IP69K 

Obs- Tilladt som baklygte ved installationhøjde på max 1.200 mm

nach 

Type

Højre
à

Venstre
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bl
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 Arbejds- / baklys*

Lumen 

 theoretisk/ effektivt

Tilslutning og kabellængde Artikel nr,

LED à ü 950 / 730 Lumen 5.000 mm kabel open end 098 212 240

LED ß ü 950 / 730 Lumen 5.000 mm  kabel open end  098 212 241

LED à ü 950 / 730 Lumen 
300 mm kabel med 7-polet AMP stikdåse 

300 mm kabel med 2-polet Super Seal stikdåse
098 212 242

LED ß ü 950 / 730 Lumen 
300 mm kabel med 7-polet AMP stikdåse 

300 mm kabel med 2-polet Super Seal stikdåse
098 212 243

E

Positionslys:                         0,6W
Stoplys:                                2,7W
Progressiv blinklys:               2,5W
Arbejds- og baklys:               10W

Tilslutning: open end: 

Hvid = Minus
Grøn = Baklys
Gul = Progressiv blinklys
Rød = Stoplys
Sort = Arbejdslys

EMC

Forbrug per funktion 
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